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DUCTO – FNC SPECIFICATION TEXT

Supply and installation of direct current fan coils (DC Inverter technology) and PID regulation and control system, for vertical recessed wall installation or horizontal false-ceiling installation: consisting of a copper-aluminum heat exchange coil with high-efficiency mechanically expanded fin pack and hydrophilic treatment, galvanized sheet steel supporting frame, and two condensate drain pans for vertical and horizontal unit installation.
Centrifugal fan assembly with impeller driven by a single DC inverter motor, highly silent and continuously modulating, mounted on EPDM anti-vibration supports and with integrated control to ensure constant airflow as the pressure losses in the system ducts vary.
Reversible return air flange for bottom or rear intake, complete with removable filter, filtration class ISO Coarse 80%.
3/4” Eurokonus hydraulic connections with integrated air vent valve; the heat exchanger connections are on the RH side of the unit as standard, or on the LH side when factory-fitted.
Particularly compact dimensions, with a height of 240 mm, length of 700 mm, and width varying according to size/capacity.

DUCTO – FNC 400
Nominal total cooling capacity 2.94 kW (water 7 °C/12 °C, air 27 °C 50% RH)
Nominal sensible cooling capacity 2.76 kW (water 7 °C/12 °C, air 27 °C 50% RH)
Water flow rate in cooling mode Lt/h 504 - pressure drop 17.57 kPa
Nominal heating capacity 3.24 kW (water 45 °C/40 °C, air 20 °C)
Water flow rate in heating mode 630 Lt/h - pressure drop 26.04 kPa
Airflow rate at maximum speed 390 m3/h, 110 Pa maximum useful external static pressure
Electrical input at maximum/minimum speed 124 W - 230 V single-phase
Sound pressure level at 1 m distance at maximum speed 43 dB(A)
Dimensions: mm 670 x 700 x 240 Weight: 32 kg

DUCTO – FNC 600
Nominal total cooling capacity 3.60 kW (water 7°/12°C, air 27°C 50% RH)
Nominal sensible cooling capacity 3.16 kW (water 7°/12°C, air 27°C 50% RH)
Water flow rate in cooling mode Lt/h 616 - pressure drop kPa 33.11
Nominal heating capacity 4.17 kW (water 45°/40°C, air 20°C)
Water flow rate in heating mode 724 Lt/h - pressure drop 44.35 kPa
Airflow rate at maximum speed 560 m3/h, 80 Pa maximum useful external static pressure
Electrical input at maximum/minimum speed 121 W - 230 V single-phase
Sound pressure level at 1 m distance at maximum/medium/minimum speed 48 dB(A)
Dimensions: mm 860 x 700 x 240 Weight: 46 kg

DUCTO – FNC 800
Nominal total cooling capacity 4.97 kW (water 7°/12°C, air 27°C 50% RH)
Nominal sensible cooling capacity 4.25 kW (water 7°/12°C, air 27°C 50% RH)
Water flow rate in cooling mode Lt/h 865 - pressure drop kPa 43.60
Nominal heating capacity 6.04 kW (water 45°/40°C, air 20°C)
Water flow rate in heating mode 1035 Lt/h - pressure drop 47.54 kPa
Airflow rate at maximum speed 730 m3/h, 120 Pa maximum useful external static pressure
Electrical input at maximum/minimum speed 170 W - 230 V single-phase
Sound pressure level at 1 m distance at maximum/medium/minimum speed 48 dB(A)
Dimensions: mm 1060 x 700 x 240 Weight: 46 kg

DUCTO – FNC 1000
Nominal total cooling capacity 6.16 kW (water 7°/12°C, air 27°C 50% RH)
Nominal sensible cooling capacity 5.59 kW (water 7°/12°C, air 27°C 50% RH)
Water flow rate in cooling mode Lt/h 1057 - pressure drop kPa 15.80
Nominal heating capacity 7.75 kW (water 45°/40°C, air 20°C)
Water flow rate in heating mode 1353 Lt/h - pressure drop 22.72 kPa
Airflow rate at maximum speed 905 m3/h, 100 Pa maximum useful external static pressure
Electrical input at maximum/minimum speed 234 W - 230 V single-phase
Sound pressure level at 1 m distance at maximum speed 49 dB(A)
Dimensions: mm 1260 x 700 x 240 Weight: 54 kg

DUCTO – FNC 1200
Nominal total cooling capacity 8.88 kW (water 7°/12°C, air 27°C 50% RH)
Nominal sensible cooling capacity 8.05 kW (water 7°/12°C, air 27°C 50% RH)
Water flow rate in cooling mode Lt/h 1521 - pressure drop kPa 33.09
Nominal heating capacity 9.55 kW (water 45°/40°C, air 20°C)
Water flow rate in heating mode 1852 Lt/h - pressure drop 35.06 kPa
Airflow rate at maximum speed 1150 m3/h, 120 Pa maximum useful external static pressure
Electrical input at maximum speed 368 W - 230 V single-phase
Sound pressure level at 1 m distance at maximum speed 50 dB(A)
Dimensions: mm 1550 x 700 x 240 Weight: 67 kg


On-board unit control
· with electronic board with continuous modulation for connection to M7 series wall-mounted remote control - EEB749II / EFB749II (to be ordered separately)
· electronic board for 0-10 V input interface for fan speed

Accessories:
Hydraulic valve groups and fittings

· Manual on/off 2-way valve set
· 2-way valve set (inlet valve and lockshield) with thermoelectric actuator
· 3-way diverter valve set with thermoelectric actuator (complete with 3-way inlet valve and lockshield)
Accessories supplied separately:
Supply and return air plates

· Supply air plate with no. 2 DN160 circular spigots for FNC 400
· Supply air plate with no. 3 DN160 circular spigots for FNC 600
· Supply air plate with no. 4 DN160 circular spigots for FNC 800
· Supply air plate with no. 6 DN160 circular spigots for FNC 1000
· Supply air plate with no. 7 DN160 circular spigots for FNC 1200


· Return air plate with no. 2 DN160 circular spigots for FNC 400
· Return air plate with no. 3 DN160 circular spigots for FNC 600
· Return air plate with no. 4 DN160 circular spigots for FNC 800
· Return air plate with no. 6 DN160 circular spigots for FNC 1000
· Return air plate with no. 7 DN160 circular spigots for FNC 1200
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